
WT1010

Item No: WT1010N
1-Channel Soldering Station digital 95
W

KEY FEATURES

Power unit WT 1, 1 channel with soldering iron WTP 90 and safety rest WSR 200

WTP 90: The soldering iron (90 W) for universal use with power response tips. Tip
family XNT & THM (high mass tips)

OFF time, Prozess window, Lock function, Offset

Compatible with a large selection of soldering pencils, pre-heat plates and solder
baths

2-in-1 WSR Safety Rest, flips between sponge and brass wool

Stackable Units, saving space on the workbench

RS232 protocol for Automation and Control



TECHNICAL DATA

Length 5.8 in

Dimensions L x W x H 5.91 x 5.12 x 3.98 In

Automatic Tool Identification Yes

Equipotential Bonding Yes

Equipotential Bonding Socket Via 3.5mm Pawl Socket on Front of Device

ESD Safe Yes

Fuse T0.5A

Interface One Switching Output

Number of Channels 1

Power 95 W

Temperature Accuracy °C ± 9°C

Temperature Accuracy °F ± 17°F

Temperature Range (Depends on Tool) Adjustable from 150°F - 850°F Adjustable
temperature range varies among tools

Temperature Range °C 100 - 450 °C

Temperature Range °F 150 - 850 °F

Tip Type WT XNT

UPC 037103306531

Voltage 120 V

Weight (Catalog) 1.90 kg

Product Family WT Line Soldering Stations


